DROO1 SERIES WB

DOOR SWITCH ——

Feature -
adjustable operating position
choice of normally open or normally close versions

\ < / Application -
for use in door jambs when light on is required
as the door is opened
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P SPECIFICATIONS

SWITCH SPECIFICATIONS

POLE - POSITION SPST

CONTACT RATING 125/250 V AC, 10.1 A

50 mQ MAX. 1.5V DC ; 100 mA

CONTACT RESISTANCE
by Method of Voltage DROP

INSULATION RESISTANCE 100 MQ MIN. 500 V DC

Breakdown is not Allowable ;
500 V AC for 1 Minute

DIELECTRIC STRENGTH

OPERATING FORCE 220 + 50 ¢f
OPERATING LIFE 100,000 cycles
OPERATING TEMPERATURE RANGE -25°C ~ 75°C

» HOW TO ORDER

DRO001 - N 1 1 A
OPERATION POSITION
N NON-LOCK 1 1 POSITION
(std.) (std.)
POLE FRAME TYPE
’ 1 POLE A A TYPE
(std.) (std.)
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WB DROO1 SERIES
DOOR SWITCH

» DIMENSION & FRAME TYPE

DROO01-N11A
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» SCHEMATIC » MATERIAL

COVER: PP

COMMON NORMALLY ACTUATOR : POM
1 CLOSED BASE FRAME : PA + GF
O—O\_O 2 TERMINAL : PHOSPHOR BRONZE SILVER PLATING

SPRING : PHOSPHOR BRONZE SILVER PLATING
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